CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:

Additional Information:

20160412-E68961
E68961-20070305
2016-APRIL-12

IDEC CORP

6-64 NISHIMIYAHARA 2-CHOME
YODOGAWA-KU
OSAKA 532-0004 JAPAN

AUXILIARY DEVICES

USL, CNL — Enclosed Auxiliary Device, locking switch Cat.
No. HS6E- followed by A, B, C, D, L, M, N, P, DD, DM, DP,
VA, VB, VC, VD, VL, VM, VN or VP followed by 4 or 7Y,
may be followed by 0 or 4, maybe followed by B or R,
maybe followed by 01 to 99, maybe followed by R, G, A, or
Y, maybe followed by additional suffixes.

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

UL 508 and CSA C22.2 No. 14- Standard for Industrial
Control Equipment

See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Certification Mark should be considered as being covered by UL's

Certification and Follow-Up Service.

Look for the UL Certification Mark on the product.
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Bruce Mahrenholz, Director North American Certification Program
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Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please

Q

contact a local UL Ci Service Rep at http:/ul.com/aboutul/locations/
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