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PRODUCTS

CLASS 3211 03 - INDUSTRIAL CONTROL EQUIPMENT - Motor Controllers - Auxiliary
Devices

Switches, open type, spdt or dpdt, illuminated or non-illuminated, Model LB-T with suffixes, rated with suffix
‘1’,  ‘2’ or ‘3’, 0.1A, 125V ac (Res.), 0.1A, 30V dc (Res), with suffix ‘5’, ‘6’ or ‘7’, 3A, 125V ac (Res), 5A,
250V ac (res), 3A, 250V ac  (Res.), 2A, 250V ac (Res.), 3A, 30V dc (res),  2A, 30V dc (Res), 0.4A, 125V
dc (Res), 2A, 125V ac (Ind.), 1.5A, 250V ac (Ind.), 1A, 30V dc (Ind.), 0.2A, 125V dc (Ind.), with suffix ‘0’,
denoting no contacts, applicable lamp, max rating 30V ac or dc.

 Notes:

 1.                These devices are Certified as components for use only in other Certified equipment where the
suitability of the combination is determined by CSA International.

2.         Switch units, lamp units and operator units may be shipped separately

APPLICABLE REQUIREMENTS

CAN/CSA-C22.2 No.  14               -           Industrial Control Equipment


