IDEC

SPECIFICATION

No. : ISA3943D
Date: March. 25. 2024
FLUSH SILHOUETTE SWITCHES LB SERIES PILOT LIGHTS Approved by - M.I'ujimoto
Checked by Y .Hanaoka
TYPE LBAP— 1T0 # © ¥ | Written by ~ R.Guo
Bezel style I_—Illummated color
Operating voltage Terminal style
1. Applicable standard J1S C8201-5-1
IEC60947-5-1
EN60947-5-1(TUV Certified)
UL508 (UL Recognition)
CSA C222 NO.14 (c-UL Recognition)
2. Operating conditions
{ 1) Operating temperature -25 to +535°C (no freezing)
{ 2) Storage temperature -30 to +80°C (no freezing)
{ 3) Relative humidity 30to  85% (no condensation)
3. LED ratings
{ 1) Rated insulation voltage 30V
( 2) Rated operating voltage — (¥) SVDC(1),12VAC/DC(3),24VAC/DCH)
4 Constructions
{ 1) Outside view See attached sheet
{ 2) Degree of protection P65 (IEC60529)
{ 3) Applicable lamp LB9Z-LED(See attached sheet)
(4) Bezelstyle— (A) Round/black (6), Square/ black (7), Rectangular/ black (8),

Round/ metallic (6M), Square/ metallic (7M), Rectangular/ metallic (8M)
(5) Tlluminated color— {3%)

(a) Colored lens type Red (R), Green (Q), Yellow(Y), Amber (A), Blue (S), Pure White (PW)
- For yellow illumination, the pure white module shall be used.
(b) White lens type Red (WR), Green (WQG), Amber (WA), Blue (W3)
( 6) Nlumination style Flat
(7) Terminal style— (@) Solder/tab terminal ( #110) (blank)
PC board terminal (V)
{8) Applicable wire 1.25mm? maximum
{ 9) Panel thickness 05t032 mm
{ 1 O)Panel cut-out Round: ¢ 18.27%?mm

Square: [118.2 *?mm
Rectangular : 18.2 702 x24.2 ¥2mm
{1 1) Weight Approx. 16g  (LBSP-1T04 type)
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5. Characteristics

{ 1) Insulation resistance 100M Qminimum (measured with a 500V DC megger)
( 2) Dielectric strength 2,000V AC  Iminute (Between live and dead parts)
{ 3) Vibration resistance
(a) Operating extremes Frequency 5to55Hz, Amplitude 0.5mm
(b) Damage limits Frequency 5to 55Hz, Amplitude 0.5mm
{4) Shock resistance
{a) Operating extremes 100 m/s?
(b)Y Damage limits 1,000 m/s?
{5) Mounting nut torque tightening 07 N-m
{ 6) Terminal strength 40N minimum
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